
Code Nat. Dimensions Ø Max Tensile 
strength

Bag Carton

 (mm)  (mm) (N) pcs pcs

1203 100x2,5 21 180 100 15.000
1207 200x2,5 50 180 100 8.000
1209 140x3,5 35 250 100 7.000
1214 200x3,5 50 250 100 7.000
1210 290x3,5 80 250 100 4.500
1215 200x4,5 50 360 100 4.000
1216 250x4,5 68 360 100 4.500
1217 290x4,5 80 360 100 3.500
1219 360x4,5 101 360 100 3.000
1225 220x7,5 56 780 100 2.000
1227 360x7,5 101 780 100 1.500

Code Black Dimensions Ø Max Tensile 
strength

Bag Carton

UV resistant  (mm)  (mm) (N) pcs pcs

1303 100x2,5 21 180 100 15.000
1307 200x2,5 50 180 100 8.000
1309 140x3,5 35 250 100 7.000
1314 200x3,5 50 250 100 7.000
1310 290x3,5 80 250 100 4.500
1315 200x4,5 50 360 100 4.000
1316 250x4,5 68 360 100 4.500
1317 290x4,5 80 360 100 3.500
1319 360x4,5 101 360 100 3.000
1325 220x7,5 56 780 100 2.000
1327 360x7,5 101 780 100 1.500

2-LOCK™

CABLE TIES
Cable ties in PA 6.6 with double tooth in stainless steel 316.

The innovative locking system with over-molded stainless steel 
cage (patented) grants superior mechanical performances 
than any other cable tie on the market; 2-LOCK™ combine the 
highest tensile resistance with the lowest effort of insertion, 
redefining new higher performance standards.

Mechanical excellence, easy to use, very low installation  
temperature, maximum reliability,  innovative packaging… 
all that make 2-LOCK™ the new reference on the market for 
polyamide cable ties.

 
New resealable bag, with “first opening” 
seal/indication and euro hole for display.

The bag is completely recyclable; the label 
is made of plastic material so there is no 
need to detach from the bag to recycle it.

Technical characteristics:

Material
body in polyamide 6.6
double tooth (cage) in stainless steel 316 grade

Humidity absorbtion
2,7% (50% relative humidity)

Temperatures
working: from -40°C up to 85°C
installation: from -40°C up to 60°C
melting: 256°C

Flammability rating 
UL 94 class V2

According to CEI EN 62275 standard
ITW Construction Products Italy srl 
Viale Regione Veneto, 5  -  35127 Padova - Italy
export.ecs@itw-italy.com  -  www.elematic.it

The highest tensile strength  
at the lowest temperatures:   

the best performance 
 with a cable tie with  
double metal tooth.

2-lock™

DOUBLE TOOTH 
PERFECT GRIP!

Distribuited by:



DOUBLE TOOTH
It acts on the cable tie body in a 
symmetrical way, allowing tensile 
strength values up to 50% more than the 
single tooth cable ties.

PATENT 
The 2-LOCK™ cable ties and its own production 
process are patented to guarantee the developed 
innovation and the exclusivity of the product.

EASY TO APPLY  
The perfect smoothness on both 

sides ensures a much lower effort of 
insertion than other products in the 

market.

MAXIMUM PROTECTION 
The rounded shape of the 
head and tail and the lack of 
sharp edges avoid any kind 
of damage to the cable or the 
body to be tightened.

LOW INSTALLATION 
TEMPERATURE 

Excellent performance at low 
temperature for applications 

up to -40°C.

CONTINUOUS ADJUSTMENT 
Proper tension for each 

possible clamping diameter 
thanks to the smooth body.

INCORPORATED CAGE
The stainless steel 316 cage with double 
tooth is incorporated during injection 
molding. This makes the system “steel 
+ polyamide” practically inseparable in 
the event of collapse too.
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*average values of inserting force in Newton (N).  10 N   1 Kg.

2-LOCK™ CABLE TIES
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*average value of max. tensile strength in Newton (N).  10 N   1 Kg.
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UV RESISTANT
In 2-LOCK™ black cable 
ties the added carbon black 
gives an UV resistance for 
outside applications. 


