
Declaration of Performance
DOP-EXL408

1 Unique identification code of the product type:

205-326

2 Type, batch or serial number or any other element allowing identification of the construction product as required:

The type number of 205-326 : see the print on the cable or sticker on the box

3 Intended use or uses of the construction product, in accordance
with the applicable harmonized technical specification, as

foreseen by the manufacturer:

Supply of electricity and communication in buildings and other
civil engineering works with the objective of limiting the

generation and spread of fire and smoke

4 Name, registered trade name or registered trade mark and
contact address of the manufacturer as required under Article

11(5):

Excel
Excel House

Junction Six Industrial Estate
Electric Avenue, Birmingham, UK, B6 7JJ

Tel : +44 (0)121 326 7557
Fax : +44 (0)121 326 1537

E-mail : CPR@excel-networking.com

5 Where applicable, name and contact address of the authorized
representative whose mandate covers the tasks specified in

Article 12(2):

N/A

6 System or systems of assessment and verification of constancy of
performance of the construction product as set out in CPR, Annex

V:

System 1+

7 In case of the declaration of performance concerning a construction product covered by a harmonized standard:

Notified product certification body No. 1301 performed the determination of product type, the initial inspection of the manufacturing plant and
of FPC, the continuous surveillance, assessment and evaluation of the FPC and the audit testing of samples taken before placing the
product on the market and issued the certificate of constancy of performance.

8 Declared performance:

Essential characteristics Performance Harmonised technical specification

Reaction to fire Cca, s1a,d0,a1        BS EN 50575:2014+A1:2016

Dangerous substances None

The performance of the product identified in points 1 and 2 is in conformity with the declared performance in point 8.
This declaration of performance is issued under the sole responsibility of the manufacturer identified in point 4.

Signature: Date: 19/04/2023

Neil Payne (Product Manager)

en de dk ee es fi fr it lv lt nl no pt ro se si pl



Ekspluatacijas Ipa?ibu Deklaracija
DOP-EXL408

1 Unikalais izstradajuma tipa identifikacijas numurs:

205-326

2 Tips, partija, serijas numurs vai cits elements, kas lauj identificet izstradajuma konstrukciju:

Tips 205-326: Skatiet izdruku uz kabela vai uzlimes uz kastes.

3 Paredzetais izmantojums:

Ugunsdro?ibas prasibam atbilsto?i vispariga lietojuma kabeli
celtniecibas darbos.

4 Ra?otajs:

Excel
Excel House

Junction Six Industrial Estate
Electric Avenue, Birmingham, UK, B6 7JJ

Tel : +44 (0)121 326 7557
Fax : +44 (0)121 326 1537

E-mail : CPR@excel-networking.com

5 Pilnvarotais parstavis:

N/A

6 Ekspluatacijas ipa?ibu noturibas novertejuma un parbaudes
(AVCP) sistema(-as):

System 1+

7 Saskanotais standarts:

Pazinota(-as) iestade(-es) 1301 veica ra?ojuma veida noteik?anu, ra?o?anas iekartas un FPC sakotnejo parbaudi, FPC pastavigu
uzraudzibu, noverte?anu un noverte?anu, ka ari pirms produkta lai?anas tirgu nemto paraugu reviziju un konsekvences sertifikatu par
sniegumu.

8 Deklareta(-as) ekspluatacijas ipa?iba(-as):

Butiskie raksturlielumi Veiktspeja Saskanotas tehniskas specifikacijas

Uguns iedarbiba Cca, s1a,d0,a1        BS EN 50575:2014+A1:2016

Bistamas vielas Ne

Iepriek? noradita izstradajuma ekspluatacijas ipa?ibas atbilst deklareto ekspluatacijas ipa?ibu kopumam. ?i ekspluatacijas ipa?ibu
deklaracija izdota saskana ar Regulu (ES) Nr. 305/2011, un par to ir atbildigs vienigi iepriek? noraditais ra?otajs.

Signature: Date: 19/04/2023

Neil Payne (Product Manager)

en de dk ee es fi fr it lv lt nl no pt ro se si pl



Eksploataciniu Savybiu Deklaracija
DOP-EXL408

1 Produkto tipo unikalus identifikavimo kodas:

205-326

2 Tipas, partija, serijos numeris ar kitas elementas, leid?iantis identifikuoti gaminio konstrukcija:

Tipas 205-326: ?iurekite kabelio arba lipduko spausdinima ant de?utes.

3 Naudojimo paskirtis (-ys):

Bendrosios paskirties statybos darbuose naudojami kabeliai,
kuriems keliami reakcijos i ugni reikalavimai

4 Gamintojas:

Excel
Excel House

Junction Six Industrial Estate
Electric Avenue, Birmingham, UK, B6 7JJ

Tel : +44 (0)121 326 7557
Fax : +44 (0)121 326 1537

E-mail : CPR@excel-networking.com

5 Igaliotasis atstovas:

N/A

6 Eksploataciniu savybiu pastovumo vertinimo ir tikrinimo sistema
(-os):

System 1+

7 Darnusis standartas:

Notifikuotoji (-osios) istaiga (-os) 1301 nustate produkto tipa.

8 Deklaruojama (-os) eksploatacine (-es) savybe (-es):

Pagrindines savybes Spektaklis Suderintos technines specifikacijos

Reakcija i ugni Cca, s1a,d0,a1        BS EN 50575:2014+A1:2016

Pavojingos med?iagos Ne

Nurodyto produkto eksploatacines savybes atitinka visas deklaruotas eksploatacines savybes. ?i eksploataciniu savybiu deklaracija
pateikiama vadovaujantis Reglamentu (ES) Nr. 305/2011, atsakomybe u? jos turini tenka tik joje nurodytam gamintojui.

Signature: Date: 19/04/2023

Neil Payne (Product Manager)
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