
SURGE PROTECTION 

 
 

SP-3138 Surge protector Cat6 POE RJ45 10/100/1000 Mbps DIN Mount 
 
 

       Specification:   
 

• Surge protector with POE 

• Ethernet, RJ-45 Cat6 

• Data Rate 10/100/1000 Mb/s 

• Line Voltage 48V 

• Maximum Continuous Operating Voltage POE 75V 

• Protected Pins: (1,2) (3,6) (4,5) (7,8) 

• Maximum surge discharge current: 1KA (8 to 20us) 

• Pressure resistance：>2KV 

• Implementation of ISO/IEC 61643-21 

• Operating temperature: -40C to +80C. 

• Two ways for the Ground 

• (Grounding Clip, Ground terminal) 

• Other Features: Din, Rack or Wall Mount 

• Shell material: ABS or aluminum 

• Weight: 53g ABS shell, 77g aluminum shell   

• 
Dimensions 26mm x 26mm x 95mm 
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T E S T R E P O R T 
Code : SP-3138 

Test Lower 
tol 

Upper 
tol 

Meas val 

Spark Arrest 65 105 88.75 

Spark Arrest 65 105 78.75 

Spark Arrest 65 105 79.75 

Spark Arrest 65 105 83.75 
Spark Arrest 65 105 80.75 

Spark Arrest 65 105 79.75 

Spark Arrest 65 105 77.75 

Spark Arrest 65 105 87.75 

Cont 1 unused 1 0.001062451 

Cont 2 unused 1 0.000879666
4 

Cont 3 unused 1 0.001062431 

Cont 4 unused 1 0.001464599 

Cont 5 unused 1 0.000989333
4 

Cont 6 unused 1 0.001610846 

Cont 7 unused 1 0.001482848 

Cont 8 unused 1 0.000587187 

Shorts 1 4.5 5.5 5.000398 

Shorts 2 4.5 5.5 5.000593 

Shorts 3 4.5 5.5 5.00017 

Shorts 4 4.5 5.5 5.000622 

Shorts 5 4.5 5.5 5.000479 

Shorts 6 4.5 5.5 5.000109 

Shorts 7 4.5 5.5 5.000444 


